
Display

Pluto Non DI_EN+AR 90x127mm

3000 048 28201

The �lter may produce smell after being used for a while because of the 
absorption of indoor air.  Remove the �lter and place it where it has direct 
sunlight and ventilation for several hours. Re-install and try using it again. 
If the odor remains, please replace the �lter.

Control 

Very poor

Mode switch/
Filter reset

Replace the NanoProtect Filter 
Series 2 (FY0194).
Long press the      for 3 seconds. 

Clean the surface of the �lter
every 4 weeks.

Clean the surface of the �lter

Power on/o�

Maintenance

Good PoorFair

Air quality light

Filter replacement alert

Air quality

Auto Turbo Sleep

Replace �lter when display shows

قد تصدر رائحة من الفلتر بعد استخدامه لفترة محددة بسبب امتصاص الهواء الداخلي. أزلِ الفلتر وضعه في مكان يتميّز بتهوية مناسبة وتحت 

أشعة الشمس المباشرة لعدة ساعات. أعِد تركيبه ثم حاول استخدامه من جديد. إذا استمرت الرائحة، ف�جى استبدال الفلتر.

التحكم

رديء جدًا

تبديل الوضع/إعادة تعي¥ 
الفلتر

نظفّ سطح الفلتر كل 4 أسابيع.

نظّف سطح الفلتر

تشغيل/إيقاف تشغيل

(FY0194) 2 السلسلة NanoProtect استبدل فلتر

اضغط مطولاً على      لمدة 3 ثوانٍ

الصيانة

رديءجيد معتدل

ضوء جودة الهواء

تنبيه لاستبدال الفلتر

جودة الهواء

µالنومالسرعة القصوىتلقا

استبدل الفلتر عندما تعرض الشاشة

الشاشة


