
PL-Q 2-PIN & 4-PIN Quadrant 
PL-Q lamps are compact fluorescent lamps consisting of three double-bent parallel fluorescent tubes. 

Product ID  Overall Diameter Diameter Diameter Width
  Length   
  C max. D max. D1 max. E max. F max.

16W   141.0  15.0  27.5  138.0  41.0

28W   207.0  24.0  33.0  205.0  41.0

Dimensions in mm

PL-Q 2-PIN & 4-PIN QUADRANT

Shortcode
Wattage 

(W)
Cap 
Base

Luminous Flux 
Lamp (1m)

Average 
Lifetime (hrs)

Colour Temp 
(K)

Min Order 
Quantity

Carton 
Qty

PLQ16W8272P 16 GR8 1050 6000 2700 10 10

PLQ28W8274P 28 GR10q 2050 6000 2700 10 10

PLQ28W8404P 28 GR10q 2050 6000 4000 10 10

MASTER PL-T Xtra
Energy saving compact fluorescent lamp. Compact long-arc low-pressure mercury discharge lamp envelope consists 
of 6 parallel narrow fluorescent tubes.

Benefits:  • Extra long life 
 • Longer lifetime and less early failures lead to less hassle and lower maintenance costs and facilitate the 
  change from spot to group replacement 
 • Optimal light performance for long operation per switch on

MASTER PL-T XTRA

Shortcode
Wattage 

(W)
Cap 
Base

Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

PLTXTRA42W8404P 42 GX24q-4 3050 33000 82 4000 50 50

PLTXTRA57W8404P 57 GX24q-5 4300 33000 82 4000 50 50

Product ID  Base Face Insertion Overall Width
  to Base Face Length Length 
  A max. B max. C max. D max.

42W   120.7  145.0  160.7  41.0

57W   157.7  182.0  197.7  41.0

Dimensions in mm

Fluorescent Lamps  •  Compact Non-Integrated
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