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MASTER TL-D 90 Deluxe 
TL-D 90 Deluxe tubes with a Colour Rendering Index (CRI) >90 are a direct retrofit for standard or TL-D Super 80 
where there is a requirement for very good colour rendering. Achieve deeper, richer colours in situations including 
florists, hairdressers, fashion/departments stores, museums etc.

Product ID A B C D E
max. max. max. max. max. max.

18W  589.8  594.5 5 96.9  604  28

36W  1199.4  1204.7  1206.5  1213.6  28

58W  1500.0  1504.7  1507.1  1514.2  28

Dimensions in mm

MASTER TL-D 90 DELUXE

Shortcode
Wattage 

(W)
Cap 
Base

Voltage
Luminous 
Flux Lamp 

(1m)

Average 
Lifetime 

(hrs)

Colour 
Rendering 
Index (Ra)

Colour 
Temp (K)

Min Order 
Quantity

Carton 
Qty

TLD18W865 18 G13 59 1150 15000 93 6500 10 10

TLD18W950 18 G13 59 1150 15000 93 5000 10 10

TLD36W940 36 G13 103 2800 15000 91 3800 10 10

TLD36W950 36 G13 103 2800 15000 93 5000 10 10

TLD58W930 58 G13 111 4350 15000 92 3000 10 10

TLD58W950 58 G13 111 4550 15000 93 5000 10 10




