
MINI 300 HID

Family Name Mini 300 HID

Model DCP300, DGP300, DBP300

Lamp Type CDM-TD, CDM-T

Wattage 70W, 150W, 250W

Lamp Colour 3000K, 4000K

Colour Rendering Index 
(CRI)

80, 90 (with CDM-TD lamp)

Flex and Plug No

Optics Asymmetrical, narrow beam (A-NB)
Asymmetrical, medium beam (A-MB)
Asymmetrical, wide beam (A-WB),
not for CDM-T 250 W lamp version
Symmetrical, wide beam (S-WB)
Symmetrical, wide beam, bi-directional
(S-WB-BD)

Driver Integrated driver

Installation Recessed 

IP rating IP65

Weight 7.5kg

Colour of housing White

Application Industrial, Petrol Stations, Under Canopy
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Features and Benefits

• Creates a daylight impression with an extremely efficient low-glare luminaire specially designed for downlighting in canopies

•  Daylight impression from an extremely efficient low-glare recessed luminaire specially designed for downlighting under canopies

•   Uniform light distribution with an asymmetrical or bi-directional beam creating outstanding illuminance in industrial and retail 
environments

•  Inviting atmosphere thanks to CDM-TD lamp with excellent colour rendering and white-coated reflector

•  High efficiency thanks to a patented optic coating 

Mini 300 HID
Mini 300 Cube is an extremely efficient low-glare luminaire specially 
designed for downlighting. The efficiency is achieved by a patented optic 
coating (which reflects 97% of the light).  Mini 300 Cube delivers a uniform 
light distribution with an asymmetric or bi-directional beam creating 
outstanding illuminances in industrial and retail environments.The range 
comprises versions for recessed (DBP300), surface mounted (DCP300) and 
pole mounted (DGP300). Mini 300 is also available in LED versions (Mini 
300 LED Gen 2) in high efficiency for substantial energy savings.

Model Width 
(mm)

Length 
(mm)

Height  
(mm)

DBP300 400 400 185

DCP300 335 335 229

DGP300 335 473 229

Dimensions in mm (Nominal)

Lowbay  •  HID
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Mini 300 HID continued

COMMERCIAL CODE 12NC DESCRIPTION

DCP300MH70SWB 911401077980 DCP300 CDM-TD70W IC S-WB FG WH 230-240

DCP300MH15OAWB 911401077580 DCP300 CDM-TD150W IC A-WB FG WH 230-240

DCP300MH150SWB 911401078080 DCP300 CDM-TD150W IC S-WB FG WH 230-240

DCP300MH150SWBBD 911401077680 DCP300CDM-TD150W IC S-WB-BD FG WH 230-240

DCP300MH250SWB 911401078180 DCP300 CDM-T250W IC S-WB FG WH 230-240

DCP300MH250SWBBD 911401077780 DCP300 CDM-T250W IC S-WB-BD FG WH230-240

DGP300MH70AWB 911401080680 DGP300 CDM-TD70W IC A-WB FG WH 230-240

DGP300MH70AMB 911401080880 DGP300 CDM-TD70W IC A-MB FG WH 230-240

DCP300MH70SWBBD 911401080380 DCP300 CDM-TD70W IC S-WB-BD FG WH 230-240

DCP300MH70AWB 911401081480 DCP300 CDM-TD70W IC A-WB FG WH 230-240

DGP300MH70ANB 911401081180 DGP300 CDM-TD70W IC A-NB FG WH 230-240

DGP300MH150AWB 911401080780 DGP300 CDM-TD150W IC A-WB FG WH 230-240

DGP300MH150AMB 911401080980 DGP300 CDM-TD150W IC A-MB FG WH 230-240

DGP300MH150ANB 911401081280 DGP300 CDM-TD150W IC A-NB FG WH 230-240

DGP300MH250AMB 911401081080 DGP300 CDM-T250W IC A-MB FG WH 230-240

DGP300MH250ANB 911401081380 DGP300 CDM-T250W IC A-NB FG WH 230-240

DBP300MH70SWBBD 911401078780 DBP300 CDM-TD70 WIC S-WB-BD FG WH 230-240

DBP300MH70SWB 911401081580 DBP300 CDM-TD70W IC S-WB FG WH 230-240

DBP300MH70AWB 911401079880 DBP300 CDM-TD70W IC A-WB FG WH 230-240

DBP300MH150SWB 911401078980 DBP300 CDM-TD150W IC S-WB FG WH 230-240

DBP300MH150SWBBD 911401079080 DBP300CDM-TD150W IC S-WB-BD FG WH230-240

DBP300MH150AWB 911401079980 DBP300 CDM-TD150W IC A-WB FG WH 230-240

DBP300MH250SWBBD 911401078580 DBP300 CDM-T250W IC S-WB-BD FG WH230-240

DBP300MH250SWB 911401078680 DBP300 CDM-T250W IC S-WB FG WH 230-240




